
Amphenol
Multimode Cable Assemblies

FEATURES

• Utilise high quality connectors

• 100% optically tested for insertion loss.  They are
individually packaged and labeled

• Custom engineered cable assemblies are available
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SPECIFICATIONS

Operating Temperature: -40° C to +85° C
Connector Loss:  0.3dB Maximum

Customised options are also available including devices, breakout kits, packaging and labeling.  Please don’t
hesitate to contact us to discuss your requirements.

EXAMPLE

AA05-05-D-001
Multimode 62.5/125µm duplex (2 x 3.0mm) cable with SC/PC connectors at each end.

AA03-08-B-005
Multimode 50/125µm simplex 3.0mm cable with FC/PC terminated at one end and ST terminated at the other end.

A A  _ _ - _ _ - _ - _ _ _

CABLE TYPE

50/125µm Fibre 62.5/125µm Fibre

F= Buffered Fibre G= Buffered Fibre

B= Simplex 3.0mm C= Simplex 3.0mm

N= Duplex 2.0mm M= Duplex 2.0mm

O= Duplex 3.0mm D= Duplex 3.0mm

(Larger fibre counts, including 12, 24 and 72 fibre
available on request)

LENGTH

Example:
001 = 1 metre
010 = 10 metres
1.5=1.5 metres

01 DIN/PC
03 FC/PC
05 SC/PC
08 STII/PC
19 MT-RJ

22 SC Duplex
26 MU
28 MU-B
29 LC

CONNECTOR BCONNECTOR A

Connectors A&B may be any of the following:


